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Emerald Doors has compiled this collection of terms and options for 

our doors and entryways to make selecting your new door or entryway easier.  

Please feel free to call or email if you have any questions or need additional information. 

 

Stain Samples, Glass Samples and Door Handle Catalogs Upon Request. 
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Brick Molding  

Keystone  

Rosettes  

Standard Trim  

Ledge & Dentil  

Handle Set  

Lock Stile  

Threshold  

Center Bevel Set  

Caming  

Background Glass  

Panel  

Rail  

Border Glass  

Door Jamb / Frame  

Standard Trim  

Hinge Stile  

Corner Bevel Set  
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Sweep 
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Brick Molding:  Decorative trim surrounding door jamb/frame on the exterior.  Straight or 

curved depending on shape of entryway.  2ò is standard with other widths available. 

 

 

 

 

 

 

Cylinder Lock: See Handle Set page 5 

 

Door Handing:  Direction door opens and placement of handle set.  Determined from out-

side (exterior) of door. 

 

  

 

 

 

 

 

Flush Bolts:  Locks the inactive door in place for double doors.  6ò on the bottom and ei-

ther 6ò or 12ò on the top depending on height of the doors.  
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Left Hand Right Hand 

T-astragal 

Flush Bolt 

Brick Molding 

T-astragal 

Flush Bolt 
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Handle Set:   Decorative door knob with lock.  Types are mortise and cylinder.  Door lock 

stile is cut to accept lockset.  Available in various designs and finishes. 

  

Mortise Lock:  Most secure form of entry handle set.  A special pocket cut in the 

lock stile of the door allows a mortise lock body to slide into a pocket cut into the 

lock stile of the door providing superior protection.  Lock body weighs 2 lbs 11 oz.  

Top deadbolt and thumb latch locks.  Can set to automatically lock after door is 

opened by pressing a button. 

  

 

 

 

 

 

 

 

   

 Cylinder Lock:  The cylinder lock keeps the dead bolt and thumb latch separate.   

 Each part is fitted into a separate hole cut into the lock stile.  Dead bolt locks but

 Thumb latch does not. 
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 Hinge Stile:   Vertical door part that is hinged to the jamb/frame. 

 

 Hinges:  Heavy duty ball bearing hinges are used by Emerald Doors.  Polished brass  

 hinges are included with all pre hung doors. 

  Options for other hinge finishes: 

   French Antique  Oil Rubbed Bronze  Satin Nickel 

   Satin Steel   Pewter   Polished Chrome 

   Satin Chrome  Flat Black   Deep Burgundy 

   Medium Bronze  Rust    Silver Patina 

  

Hinge Tips:   Adds decorative tips to your hinges.  Choice of ball or steeple. 

 

 

 

 

  

 

  

 Interior Casing:  Decorative trim surrounding the jamb/frame on interior.  

 

Jamb/Frame:  Wood that surrounds the door, sidelights and transom providing strength and 

stability.  Brick molding surrounds and finishes off the exterior and interior casing sur-

rounds the interior. The door hinges to the  jamb/frame.  The jamb/frame incases the side-

lights and transom.  Standard sizes are 4 9/16ò for 2 x 4 wall construction and 6 9/16ò for 2 

x 6 wall construction.  Custom sizes are available. 

  

 Lock Stile:  Vertical door part that is cut for handle set and lock type. 

 

 Mortise Lock:  See Handle Set page 5 

Ball Hinge Tips 
Steeple Hinge Tips 
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Panels:  Double floating panels allow for the different temperatures present on the interior 

and exterior of your home.  Each panel is allowed to move independently prohibiting stress.  

Available profiled, grooved or flat.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rail:  Horizontal door or sidelight part.  Includes top rails, mid rails and bottom rails. 

 

Sidelight:  Side panel/window beside a single or double doors.  Depending on the style may 

have decorative beveled glass, stained glass, clear glass, beveled edge glass, textured glass, 

true divided lites or wood grilles.  See page 20 for sidelight styles. 
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Profiled Panels Grooved Panels Flat Panels 

Single Door 

With  

Sidelights 

Double Doors 

with 

Sidelights 
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 Sweep:  Weather seal on the bottom of the door that makes contact with the threshold  

 sealing out the elements. 

 

 

T-astragal:  Vertical piece of wood used for double doors.  Attaches to the inactive door 

and houses the flush bolts. 

 

 

 

 

 

 

 

 

 

  

 

 

True Divided Lites:  Also referred to as authentic divided lites.  Consists of individual 

glass units separated by wood trim.  Available in doors, sidelights and transoms.  May con-

tain clear, textured or beveled insulated glass. 

 

 

 

 

 

 

 

 

 

 

 

Threshold:  Anodized aluminum threshold fits under the door.  Oak adjustable strip allows 

for adjustment so door sweep maintains contact with threshold preventing drafts. 
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T-astragal 

Flush Bolt Flush Bolt Flush Bolt 
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Clavos:  Metal door accents.  Normally applied to rustic door panel styles with grooves.  

Available in round or square.  

 

 

 

 

 

 

 

 

 

 
 

Fluted Trim:  Applied around top of decorative glass opening or top panels of a solid door.  

Often includes rosettes in the corners.  Available as exterior trim also. 

 

 

 

 

 

 

 

 Keystone:  Decorative accent at top of door panel.  Set into trim around panel. 

 

 

 

 

 

 

 

 

 Ledge & Dentil: Decorative trim applied under top panel opening. 
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 Mailbox Slots:  Slot can be cut in door or sidelight rail for mailbox slot.  Rail will be re

 sized to accommodate mailbox slot. 

 

 

  

No Applied Trim: Modern smooth style of door without applied trims. 

 

 

 

 

 

 

 

 

 

  

Peep hole:  Used in solid doors to view outside.  Hole cut in solid door for peep hole.  

Height of hole can be custom done to accommodate various heights.  Available in varying 

finishes. 

 

 

 

 

 

 

Rosettes:  Carved decorative corners set into standard or fluted trims.  Also available as ex-

terior trims. 
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 Speakeasy: Small door that opens on solid doors.  Normally used with rustic style doors. 

 

Speakeasy Grille:  Metal decorative grille on exterior of speakeasy. 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

  

Standard Trim:   Profiled door trim framing panels and door openings. 
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Accent Bevels:  Small bevels used in the tops and body of beveled glass panels as accents. 

 

Background Glass:  Used in beveled glass panels around decorative beveled glass sets.  

See terms on page 3 and bottom of page.  Textures control the amount of privacy through 

the decorative glass panel. 

 

Beveled Edge Insulated Safety Glass:  Insulated glass with one piece of glass having a 

beveled edge.  Used frequently in true divided lites or door panels.  The edges of the clear 

glass are ground to an angle and then polished.  A simple elegant glass feature.   

 

 

 

 

 

Beveled Glass Panel:  Decorative Glass Panel containing individual pieces of glass held  

with caming.  Normally includes center bevel set, background glass and border glass.  May 

also include corner and or accent bevels.  Lifespan of beveled glass panels 80 to 100 years. 
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Background 

Glass 

Border Glass 

Center Bevel Set 
Accent Bevel 

Set 

Corner Bevel 

Set 
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Beveled Glass:  Clear glass is ground on the edges to an angle and polished.  The beveled 

edges refract light much like a prism creating a beautiful effect.  Produces elegant rainbow 

light effects on the edges.  Adds sparkle and elegance.  Many shapes and sizes available. 

 

 

 

 

 

 

Border Glass:  Textured glass used as an accent to frame the center of a glass panel.  Nor-

mally a contrasting glass of that used in the background. 

 

Caming:  Metal that holds individual pieces of beveled or decorative glass.  Available in  

black or pewter. 

 

 

 

 

 

 

Center Bevel Set:  Center bevel used in door, sidelight and transom beveled glass panels.  

Normally contains between 20 - 50 individual beveled pieces of glass in a set.  Decorative 

cluster of bevels.  Many styles to choose from. 
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Pewter Black 
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Clear Insulated Safety Glass Panel:  Two pieces of safety glass with a sealed air space in 

the center.  Also available with textured or beveled glass. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Clear or Textured Clear Glass Panel:  Decorative glass panel with caming.  Textured in 

clear or tinted glass without bevels.  Lifespan 80 - 100 years. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Corner Bevel Set:  Decorative bevels used in the corners of beveled panels as accents. 
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Curved Glass:  Glass containing an arched or radius shape.  Curved glass is more difficult 

to produce and slightly more expensive. 

Safety Glass:  Used to protect decorative glass and in insulated glass units.  Hurricane glass 

available. 

 

Tempered Glass:   A safety glass that shatters if the glass is broken preventing large 

pieces of glass to be a safety hazard.  Glass is heat treated to approximately 1200 F to 

temper the glass.    Glass must be cut to size prior to tempering.  Used in insulated  

safety glass units. 

 

 

 

 

 

 

1/4ò Laminated Glass:   Consists of two 1/8ò pieces of glass with tough plastic inner 

layer.  Glass will hold together if broken. 

 

 

 

 

 

 

 

 

 

 

Stained Glass Panel:  Colored or tinted glass panel made of individual pieces with metal 

caming. 
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Broken Tempered 

Glass - No Large Pieces 

Broken Laminated 

Glass - No Loose Pieces 
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Textured Insulated Safety Glass Panel:  Insulated glass safety panel with one textured 

glass and one clear glass.  Various textures available.  Frosted glass is available also.   
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Mahogany:  A straight grain hardwood with a fine even texture.  Relatively free of knots.  

Naturally light to medium reddish brown in color.  Strong dense wood with excellent out-

door use.  Very stable wood for entry doors.  Readily accepts various stains and finishes.  

  

 Preferred wood for exterior doors. 

 

 Various Stain Colors on Mahogany 

 

 

 

  

E merald D oors 

Traditional Mahogany Cherry Red Mahogany 

Dark Walnut Ebony Traditional Mahogany / Ebony 

Natural 
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Cherry:  Fine to medium uniform grain with fine texture. Somewhat free of voids and 

knots.  Naturally reddish brown to medium gray or white in color.  Moderately strong and 

dense wood.  Stable wood for exterior front doors and entryways.  Readily accepts various 

stains and finishes darken in light over time may want to use an ultra-violet finish to retard 

darkening. 

Various Stain Colors on Cherry 

 

 

 

 

 

 

 

 

 

 

 

 

Poplar:  Fine to medium grain with fine texture.  Mostly free of voids and knots with select 

woods.  Naturally creamy white with some pale yellow brown to pale purple streaks.  Strong 

and dense wood.  Stable wood for front doors and entryways.  Readily accepts various 

stains, clear finishes and paints.  Stains beautifully in dark colors.  If stained a light color 

will have some splotching and variation in color.  Used also in paint grade doors and entry-

ways.  No finger jointing - solid wood doors and entryways. 
 

Various Stain Colors on Poplar 
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Dark Cherry Light Cherry Antique Cherry 

Traditional Mahogany 
Traditional Mahogany / Ebony 

Natural 
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Red Oak: Varying grain pattern with uneven open grain.  Mostly free of knots in select 

grades.  Naturally golden to light brown with darker grain.  Strong dense wood.  Acceptable 

for exterior applications.  Somewhat stable wood for exterior doors and entryways but re-

quires special consideration in production.  Accepts various stains and finishes but finish 

may absorb into grain at a little different rate. 

 

Various Stain Colors on Red Oak 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Custom Woods:  White Oak, Walnut, Cedar, Alder, Hickory, Maple 

E merald D oors 

Golden Oak Natural Red Mahogany 

Dark Walnut 
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Stain & Polyurethane:   Recommended for doors and entryways protected by 

an extended overhang or porch.  Premium exterior finish formulated for exte-

rior wood.  Doors and entryways are hand stained to assure even coloring 

while maintaining the natural beauty of the wood's variation of color and 

graining.  Sealer coat is applied to lock in the stain color and provide a 

smooth surface in preparation for the premium exterior polyure-

thane. Multiple coats of premium exterior polyurethane are sprayed on all 

surfaces in a multi-step process.  Each coat of polyurethane applied to the 

exterior and interior of the door or entryway is allowed sufficient drying 

time and is then hand sanded between coats.  All hardware cuts are made prior to 

finishing.  Satin polyurethane is normally preferred for doors giving a rich 

furniture type finish.  Gloss polyurethane available upon request.  

 

 

   

Ultra Violet Finish Upgrade:  Recommended for doors and entryways sub-

jected to harsh elements and direct sunlight.  Finish formulated for wood 

boats.  Doors and entryways are hand stained to assure even coloring while 

maintaining the natural beauty of the wood's variation of color and graining. 

Sealer coat is applied to lock in the stain color and provide a smooth surface 

in preparation for the premium exterior polyurethane.  Multiple coats of ul-

tra violet finish are sprayed on all exterior surfaces in a multi-step proc-

ess.  Premium exterior satin polyurethane applied to interior surfaces. Each 

coat of ultra violet finish and premium exterior polyurethane applied to the 

exterior and interior of the door or entryway is allowed sufficient drying 

time and is then hand sanded between coats.  Recommend ultra violet finish 

upgrade for commercial applications. 

Prime Entryway:  All entryway components are primed to be ready to paint.  Backs 

and edges of panels are primed prior to assembly.  Backs of jambs and other items are 

primed.  All hardware cuts are made prior to finishing. 

Prime and Paint Entryway:  Primer as above and two coats of premium paint in your 

choice of color.  
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